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Attivazione della garanzia l i

PER ATTIVARE LA GARANZIA E' NECESSARIO CHE
QUESTO LIBRETTO SIA CORRETTAMENTE COMPILATO IN
OGNl SUO PUNTO, APPLICANDO LE ETICHETTE DELLE
MATASSE PRESENTI ALLINTERNO DELLA CONFEZIONE NEI
CORRETTI SPAZI, E COMPILANDO I TEST:

1. UNA VOLTA APERTA LA SCATOLA

2. UNA VOLTA POSATA LA MATASSA

3. UNA VOLTA COPERTA (CON COLLA/MASSETTO/PAVIMENTO)

E’ INOLTRE NECESSARIO RISPETTARE LO SCHEMA DI POSA E/O
ESEGUIRE DELLE FOTO DA CONSERVARE DELLA POSA
DELL’IMPIANTO

E’ inoltre consigliabile alimentare I'impianto una volta posato e una
volta coperto, verificando il reale assorbimento tramite pinza
amperometrica.

La mancanza dei punti sopra riportati, comporta la decadenza della
garanzia.

To activate the warranty i

@ TO ACTIVATE THE WARRANTY IT IS NECESSARY THAT THIS
BOOKLET BE COMPLETED CORRECTLY IN EVERY POINT,
APPLYING THE LABELS OF THE ROLLS PRESENT INSIDE THE
PACKAGE IN THE CORRECT SPACES, AND FILLING IN THE TESTS:

1. ONCE THE BOX IS OPENED
2. ONCE THE SKEIN IS PLACED
3. ONCE DECKED (WITH GLUE / SCREED / FINISHED FLOOR)

IT IS ALSO NECESSARY TO RESPECT THE LAYING DIAGRAM
AND / OR TAKE PHOTOS OF THE INSTALLATION TO BE
PRESERVED.

It is also advisable to power the system once it has been installed
and covered, checking the current using clamp.
The lack of the above points entails the forfeiture of the warranty



Warmset Srl
Sistema di riscaldamento a

pavimento / Warmset floor heating
system

Cliente / Customer Informazioni
sul cliente /

Indirizzo / Address Customer
Information

Telefono / Phone

Costruzione / Building [0 Residenziale / Residential [0 Industriale / Industrial

Data / Date

Azienda installatrice / Installation company Informazioni
sull’installa-

Indirizzo / Address tore / Installer
Information

Telefono / Phone




Modello etichetta / Label model

@ € » “ H

IPX7 SEE INSTALLATION INSTRUCTION

Riscaldamento diretto per applicazioni inteme sotto pavimento / Direct heating for
indoor underfloor applications

Non limitare I'emissione termica del pavimento riscaldato/ Must not limit thermal
emission of the floor

Non apporre materiali diversi da quelli raccomandati / Must not install materials
other than recommended

Non inserire chiodi o viti / Must not insert nails or screws on the floor

Warmset Heating System warmsetg
Codice / Code Lotto e data / Batch and date
WHG-8-65-520

Resistenza / Resistance Corrente / Current

101.7 @ 23A

Tensione / Voltage Potenza / Rated output
220-240V ~ 50 Hz 520 W
Classe di potenza / Power class Dimensioni / Sizes
65W/m* 0.5X16m




Disegnare la posizione di ciascuna

matassa / Draw a schetch showing the
position ofF the heating mats




Stanza / Room

Testare la resistenza e l'isolamento / Test the resistance and insulation: :
1. Aperta la confezione / Once the box is opened
2. Posata la matassa / Once the mat is laid
3. Dopo aver coperto la matassa ( con massetto, colla, pavimento ecc.) / Once the mat is covered (with screed,

glue, floor, etc.)

RESISTANCE

INSULATION
(>2.5 MQ)

1.
2.
3

44
3 3¢ X

STANZA / ROOM,

RESISTANCE

. 0O
2. (@)

3. (@)

INSULATION
(>2.5 MQ)

1.
2.
3

$44
% 3 X

STANZA / ROOM,

RESISTANCE

. QO

2.

3. @)

INSULATION
(>2.5 MQ)
1. «
2. &
3. «

X X X

STANZA | ROOM




Stanza / Room

Testare la resistenza e l'isolamento / Test the resistance and insulation: :
1. Aperta la confezione / Once the box is opened
2. Posata la matassa / Once the mat is laid
3. Dopo aver coperto la matassa ( con massetto, colla, pavimento ecc.) / Once the mat is covered (with screed,
glue, floor, etc.)
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warmset ‘

LAMINATED HEATING TECHNOLOGY

Via Ettore Majorana 1
36075 Montecchio Maggiore / Vicenza — ltaly
T +39 0444 212511 e-mail info@warmset.com

www.warmset.com





